Video Extender 



Category 5 UTP VGA/Multisync Video Extender 




Installation Manual 



connectors 


Input 


High Density DB15 Male 


RJ45 Female 




Output 


High Density DB15 Female, 


High Density DB15 Female 






RJ45 Female 




LEDs 


Power 



VGA Resolution 



640x480@60Hz to 130m (430'), 1600xl200@85Hz to 80m (262') 



Signal Type 



VGA, SVGA, Multisync 



Cable Type 



Category 5 shielded twisted pair (STP) 



Max. Cable Distance 



130m (430') 



Weight 



240g 



235g 



Dimensions 



119x86x58mm (4.7x3.4x3.1") 



Power Consumption 



AC 9V 130mA (max.) 



AC 9V 180mA (max.) 



Certifications 



CE Mark, FCC Part 15 



2 





Local Unit 

1. Range Switch 

2. Remote I/O connector 

3. AC 9V Power Jack 

4. Power LED 

5. Monitor connector 

6. PC connector 





Troubleshooting 

No Video: Make sure that all cables are securely plugged into their sockets. 

Technical Details 

Cable Length Table 




TP Pin Assignment 



Resolution 


Distance (m) 




@60 Hz 


@ 75 Hz @ 85 Hz 




| 640x480 


130 


100 




1 800x600 


100 




1 1024x768 


100 




| 1280x1024 


100 




1 1600x1200 


100 


80 





Pin 


Assignment 


1 


VOUTG 


2 


/ V OUT G 


3 


VOUTB 


4 


VOUTR 


5 


/ V OUT R 


6 


/ V OUT B 


7 


GND 


8 


GND 



TP Wiring Diagram 



Pair 3 



Pair 2 


Pair 1 


Pair 4 


1 1 

i 2 : 


3 4 5 ( 


5 7 8 


W-G G W-O BL W-BL O W-BR BR 


— - Jack Positions ■ 



